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 The basic workhorse buttinski

“Loaded with 
features, a great 
contractor butt”
The Aegis CZ20018 Test Phone - Contractor (3-way lead) is designed 
for use by line installers, repair technicians and other authorised 
personnel for telecommunications line testing and temporary 
communications.

The CZ20018 Test Phone operates in Talk, Ring and Monitor modes, 
each of which is easily selected by the user. It also uses tone and Pulse 
Dial and inlcudes a Polarity indicating LED.

The high impendance design protects against disturbing data, voice 
or signaling. Added versatility includes reverse polarity indication.

Other features of the CZ20018 Test Phone are last number redial, 10 
number storage, water resistance and includes a field replacable line 
cord and durable belt clip. 



Test Phone Contractor
Fitted with a Multi-Way lead set as standard (Krone, RJ, and clips) the Aegis CZ20018 Test Phone - 

Contractor (3-way lead) is ready to perform every time. Light weight and loaded with features, the 
CZ20018 Test Phone - Contractor (3-way lead) is a great tool for occasional and regular users.

Spec info

Loop: 4kΩ max at 48VDC

 Min 15mA current (nom)

Resistance: 150Ω at 80mA (typical)

Monitor: Ring: 600Ω at 1kHz

 Monitor: 100kΩ at 1kHz

Rotary Dialing

 Pulse Rate: 10 +/- 0.5 pulses/sec

% Break: 60% +/- 2%

DTMF Output

 Tone Frequency Error:  +/-1.5%

Level of Tone Pair: +2dBm max, -8dB min

Physical

Dimensions:   224 x 712 x 700mm

  (l x w x h)

Weight:  380 grams

Battery:  CR2032 - 3VDC

SPECIFICATIONS 

water
resistant

1 2 3

Talk/Ring/Monitor modes, 
Polarity indicating LED, 
Last number redial, 10 

number storage memory

The Aegis test telephone  
is fitted with a heavy duty 

durable belt clip  to provide 
fast and easy access 

Field replaceable 
line cord, light 

weight and loaded 
with features

Fitted with a Multi-
Way lead set as 
standard (Krone, 
RJ, and clips) the 
CZ20018 is ready to 
perform every time.
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Australia
Toll Free 1300 723 447

Unit 9, 173-181 Rooks Road 
Vermont, Vic 3133

Tel:  (61 3) 8872 6666
Email:  sales@aegis.net.au

www.aegis.net.au

New Zealand
Toll Free 0508 423 447

Office 103 Level 1, Quad 7 
Building, 6 Leonard Isitt Drive, 
Auckland 2022

Tel:  (64 9) 884 3910
Email: sales@aegis.net.nz

www.aegis.net.nz

Information published in this brochure is subject to change without notice.
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Aegis has designed, 

manufactured and supplied 

Australian industry with test 

equipment for more than 80 years 

and we now services a wide range of 

international customers in the data, 

electrical, gas, telecommunications, 

and water industries.

Maximising the efficiency 

and effectiveness 

of business.


